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Alternative 2 — Widen Existing Bridge
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Alternative 3 — New Southbound Bridge
CENTERLINE CENTERLINE
NEW ROAD EXISTING ROAD
33.84'
1.42' 142 2 OFFSET
1.42 7' MIN & SHOULDER (1) 2 OFFSET 1.42'
g | 12mAx 12 12 _l | . |_ 12 12' , |
SIDEWALK | | SHOULDER TRAFFIC TRAFFIC TRAFFIC TRAFFIC
o) 1) LANE LANE LANE LANE
FENCE
CROWN CROWN
0.5' CURB | T |

Alternative 4 — New Bridge with Ped/Bike Facility on Existing Bridge
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Shoulder width includes 2’ barrier offset.
No longer applicable because of the separate
Colorado River Pedestrian Bridge Project.

Existing structure to be overlayed to attain proper

cross slope.
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Alternative 5 — New Bridge (Staged Construction)
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Alternative 6 — New Bridge Alternate Alignment
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Alternative 7 — New Bridge (Non-staged Construction)
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EXISTING STRUCTURE
REMAINS DURING CONSTRUCTION

1

Shoulder width includes 2’ barrier offset.
No longer applicable because of the Colorado
River Bridge Pedestrian Bridge Project.

Existing structure to be overlayed to attain proper

cross slope.
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